
 

 

 

 

 
 

Chairman Unit  
 Feature: 
 

1. Cat 5e internet cable set up so easily. 

2. Switch button Japanese shrapnel, could use for so long time.     

3. High‐sensitivity Japanese capacitive microphone sound head 

4. Sophisticated circuit design is to resist the mobile phone, radio 

and other radio wave interference. 

5. Elegant streamline design, and have the new patent. 

 

Specification : HT‐MB60 
 

1. Microphone has priority button to cut off other microphones. 

2. Microphone with speaking key could control whether 

microphone open or not. 

3. Gooseneck microphone with ring indicator 

4. With two stereo headphone jacks, and it also could 
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circumscribe recorder and headphones. 

5. Built‐in 3‐inch speaker, and also with a volume adjustment 

6. When the microphone is been using, built‐in speakers will 

automatically mute to prevent howling. 

7. Single‐directional capacitive and high‐sensitivity microphone 

8. If microphone opens over 90 seconds without speaking, it’ll 

close automatically.   

9. Extra gift: 2M, Cat 5e cable. 

10. Gooseneck microphone length：488mm 

11. Size：142 (L) × 180 (W) × 57 (H)mm without microphone 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

No.69, Lane 762, Dingzhong Road, Sanmin District,   

Kaohsiung City, Taiwam, ROC. 

Tel: 886‐7‐310 5786(Rep.)    Fax: 886‐7‐310 0783     
E‐mail: carawang@hueytung.com.tw   

http://www.cara‐audio.com 

http://www.hueytung.com.tw 
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