
 

 

   

 

 

 

 Central Control Amplifier with Digital Recorder    
 Feature: 
 

1. A perfect combination of multi‐machine integration 

2. With USB, SD card device, and conference sources could   

recordable to USB or SD card. 

3. When conferences are in progress, it can be synchronized 

recording and enhance conference quality. 

4. You could play the music when you are in relax time. 

5. Cat 5e internet cable set up so easily.   

6. Built‐in 80W amplifier, with short circuit and overheat 

protection. 

7. Connection checking machine: could check the host and master 

in‐line is ok or not. 

8. Extra gifts: 2 x 10 M internet cable with UL certification. 

 

       

  HT‐MIB800 

 

Professional Manufacturer 

and Exporter 



 

Specification : HT‐MIB800 
 

1. Power Supply：AC 110V/ 60Hz 

2. Rated output：80W AMP (40W+40W)8Ω 

3. Input：MIC1(6.3MM/Jack)，MIC2(XLR/Jack)，AUX(Rca/Jack) 

4. Output：0dB(6.3mm/Jack)。 

5. Record Output：‐40dB~0dB Adjustable (Rca/Jack) 

6. Quality control：Bass±10dB、Tweeter±10dB 

7. Control Mode：Open Mode、The monopolization of the 

chairman、Test Mode 

8. RJ45 Output sockets：2 x RJ45 output sockets, in accordance 

with the length of the network cable, you can connect up to 26 

chairman and delegate microphones. 

9. Overload indicator: having overload indicator. 

10. LED  VU：With Led VU display. 

11. Size：  420 (L)×355 (W)×102 (H) mm.  
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